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	ROCK
	CERCHAR Abrasivity (ASTM D 7625) Specify test stylus hardness: 55 HRC/40HRC
	Direct Shear (ASTM D 5607)
*specify conditions below
	Direct Tensile Strength
(ASTM D 2936)
	Elastic Moduli in Triaxial Compression (ASTM D 7012B)
	Elastic Moduli in Uniaxial Compression (ASTM D 7012D)
	Freeze-Thaw Durability
(ASTM D 5312)
	Wet-Dry Durability
(ASTM D 5313)
	Air Permeability
(ASTM D 4525)
	Petrographic Analysis
(ISRM)
	Point Load Index
(ASTM D 5731) Specify orientation: Diametral, Axial, Lump/Block
	Punch Penetration (Handewith)
	Pulse Velocities and 
Ultrasonic Constants 
(ASTM D 2845)
	Slake Durability 
(ASTM D 4644)
	Splitting (Brazilian) 
Tensile Strength
(ASTM D 3967)
	Total Hardness 
(Schmidt Hammer and 
Taber Abrasion)
	Triaxial Compression
 (ASTM D 7012A)
*specify conditions below
	Unconfined Compression
(ASTM D 7012C)
	Other:___________________
	Other:___________________

	*please include core run # and depth if known
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